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Safety cans and cleaning equipment
Safety cans simplify handling and increase occupational safety 
 when dealing with hazardous substances. DUEPERTHAL  
safety cans fulfil different requirements such as the test 
standards for occupational safety, the equipment and 
product safety law (GPSG) and the TRbF 60. The various 
types of can cover a wide field of uses for the handling 
of liquid and solid hazardous substances. They are made 
from all kinds of different materials, e. g. painted sheet 
steel, stainless steel or plastic (HDPE) and provide the 
highest possible media resistance.
Solvent cleaning equipment is equipped with self-closing 
lids for in the event of a fire and satisfy the requirements 
of the employer’s liability insurance association regula-
tions “BGR 180 Equipment for cleaning workpieces with 
solvents” with respect to the use of solvents with a flash 
point below 55 °C. Transport containers are specially 
tested to ADR/RID, IMDG and several are also tested 
according to ICAO-TI, for the transport of hazardous 
substances by means of public transport.

Directives/Regulations/Laws
The websites listed below provide up-to-date information 
on directives, regulations and laws in Germany and 
the European Union. This information is available free 
of charge:
www.baua.de
www.eur-lex.europa.eu
www.reach-helpdesk.de

Substances used
Due to the large number of flammable and corrosive liq-
uids in use, the equipment and cans are offered in various 
materials. However, due to the diverse properties of the 
substances, we are unable to give a general statement on 
the resistance of the individual products. We recommend 
the following: Make sure the media does not attack the 
container material - the manufacturer or the EC safety 
data sheet of the liquid can help in determining this.

Delivery  period
Delivery period on request.

Tests
The products satisfy current state of the art standards, the 
safety requirements and the relevant regulations.

Packaging
Packaging, as far as required, is made from environmen-
tally friendly and recyclable material. Priority is given to 
optimum protection of the products.

Information
Subject to technical amendments. All dimensions and 
technical information are approximate.
No liability accepted for mistakes or printing errors.
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For safe provision and transfer of flammable liquids. Material - sheet steel, interior tin plated, 
exterior red powder coated. Seal - Accopac.

5.1.1 Steel dispensing cans - type I

Safety cans for hazardous liquids

For easy dispensation of flammable liquids into containers with small openings. Material - sheet 
steel, interior tin plated, exterior red powder coated. Seal - Accopac.

5.1

5.1.2 Steel dispensing cans - type II - 

5.1.3 Steel tilting station
For convenient removal of flammable liquids. Steel can, interior tin plated, exterior red powder 
coated. Filling opening seal - Accopac, tap seal - Teflon, steel frame - red powder coated.

 Single hand operation thanks to balanced 
pivot.

 Self-closing openings.
 Automatic pressure compensation/vacuum 

compensation.
 Flame arrester in filling opening and tap.
 High stability.

Note!
The flexible metal hose enables safe transfer.

Ordering information/Dimensions

Tilt can l 19
Tilting frame mm 365x370
Total height mm 600
Ref. no. 3.108.88

Ordering information/Dimensions

Capacity l 0.5 1 4 7.5 9.5 19
Height mm 180 220 279 349 292 429
∅ mm 120 120 241 241 298 298
Ref. no. 3.100.01 3.101.01 3.104.01 3.107.50 3.109.50 3.119.00

 Self-closing opening.
 Automatic pressure compensation.
 Flame arrester in can neck made from stainless 

steel.
 Safe carrying and use.
 Easy to use thanks to combination handle.

 High stability.
 Good media resistance.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.

Ordering information/Dimensions

Capacity l 4 7.5 9.5 9.5 19 19
Height mm 267 337 305 305 445 445
∅ mm 241 241 298 298 298 298
Hose L x ∅ mm 229x16 229x16 229x16 229x25 229x16 229x25
Ref. no. 3.104.67 3.107.57 3.109.57 3.109.58 3.119.67 3.119.68

 Integrated filling and discharge pipe.
 Self-closing openings.
 Automatic pressure/vacuum compensation 

between 0.2 and 0.35 bar.
 Flame arrester in can opening made from 

stainless steel.
 High stability.
 Easy to use thanks to combination handle as 

it enables the weight to be transferred to your 
palm and makes it easier to lift the can.

 The ergonomic handle and extractor enable 
precise control of the liquid discharge.

 The opening closes immediately when the 
handle is released.

 Good media resistance.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.

 Good media resistance.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.

Accessories
Flexible metal hose (see  Fig., search no. 5.1.4) 
L x ∅ mm 210x15
Ref. no. 1.809.30

Dispensing cans  - 3.101.01 and  - 3.104.01

Dispensing cans  - 3.109.58 and  - 3.119.67
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For convenient removal of flammable liquids. Material - sheet steel, interior tin plated, exterior red 
powder coated. Filling opening seal - Accopac, tap seal - Teflon.

 Self-closing openings.
 Automatic pressure compensation/vacuum 

compensation.
 Flame arrester in filling opening and tap.
 High stability.

5.1

5.1.4 Steel cans with tap outlet at bottom

Note!
Flexible metal hoses enable safe transfer.

Flexible metal hose - 1.809.30
Ordering information/Dimensions

Capacity l 9.5 19
Height mm 310 410
∅ mm 295 295
incl. tap 1.809.02 1.809.02
Ref. no. 3.107.09 3.108.09

Accessories
Flexible metal hoses 
for model 3.103.07 3.107.09/3.108.09
L x ∅ mm 160x12 210x15
Ref. no. 1.805.84 1.809.30

 Good media resistance.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.

Ordering information/Dimensions

Capacity l 2 4
Height mm 240 330
Width mm 140 140
Depth mm 200 200
Ref. no. 3.140.65 3.141.60

5.1.5 Oval HDPE dispensing cans

For dispensing and metering corrosive, flammable liquids. 4 mm HDPE, colour - red. Stainless steel 
operating lever and stopper. Teflon disc seal.

 Self-closing opening.
 Automatic pressure compensation.
 Earthing connection in conjunction with 

flame arrester on stopper.
 Separate carrying handle and operating 

lever.
 Easy handling.

 Space saving design.
 Robust construction.
 High media resistance.
 Markings prepared according  

to GefStoffV and BGV A8.
 Tested safety product.

5.1.6 HDPE collecting can
For collecting hazardous liquids that have a flash point above 55 °C and would attack metal 
containers due to their chemical composition. Red coloured HDPE, stainless steel controls, i.e. 
good media resistance.

Ordering information/Dimensions

Cap. 
l Fittings Ø  

mm
Height  

mm Ref. no.

7.5 Stainless steel 310 350 5.147.62
20 Stainless steel 310 450 5.147.65

 Self-closing lid, can be kept open during  
filling.

 Earthing connection in handle connected to 
flame arrester (in neck).

 High impact and scratch resistance.

 High stability, robust construction.
 Markings prepared according to GefStoffV 

and BGV A8.
 Large 90 mm dia filling opening.

Collecting can - 5.147.62 

Dispensing can  - 3.141.60 and  - 3.140.65

Can with tap - 3.108.09 
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Canister - 3.86.005 with metering tap - 3.88.200

Filling canister - 3.85.005 with dispensing tap - 3.85.200

Soaking tray set- 4.10.010-1

Metering can - 3.88.001

5.1

For safe dispensing and precise metering of flammable liquids when high media purity or resistance 
is required. Unpolished, 1.4571 stainless steel. Plastic protection ring, seal - Teflon.

 Inclusive self-closing fine metering 
device 3.88.100.

 Automatic pressure / vacuum com-
pensation (from 0.3 bar).

 Venting in fine metering device.
 Flame arrester in can neck.

For safe dispensing and precise metering of flammable liquids, optimum use of space when stor-
age capacities are limited thanks to the space saving canister design. Polished, 1.4571 stainless 
steel. Seal - Teflon.

For safe and convenient removal of flammable liquids. Optimum use when storage capacities are 
limited thanks to the space saving canister design. Polished, 1.4571 stainless steel. Seal - Teflon.

 Inclusive self-closing dispensing tap 
3.85.200.

 Manual vacuum compensation / pres-
sure compensation.

 Suitable for horizontal use.

5.1.7 Stainless steel metering cans

5.1.8 Stainless steel metering and dispensing canisters

 Inclusive self-closing metering tap 
3.88.200.

 Automatic pressure / vacuum com-
pensation (from 0.3 bar).

 Venting in metering tap.
 Flame arrester in can neck.

	High resistance and purity.
	Markings prepared according to GefStoffV 

and BGV A8.
	Tested safety product.
 1½” pipe thread.

 High resistance and purity.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.
 1 ½” pipe thread.
 Flame arrester in can neck.

5.1.9 Stainless steel filling canisters

Ordering information/Dimensions

Cap. l Ø mm Height mm Ref. no.
1 110 238 3.88.001
2 130 295 3.88.002
5 165 400 3.88.005

Ordering information/Dimensions

Cap. l H mm W mm D mm Ref. no.
5 210 130 280 3.85.005
10 370 130 280 3.85.010

Accessories
Dispensing tap 3.85.200

Ordering information/Dimensions

Cap. l H mm W mm D mm Ref. no.
5 310 130 210 3.86.005
10 380 130 280 3.86.010

Accessories
Metering tap 3.88.200

 High resistance and purity.
 Markings prepared according to GefStoffV 

and BGV A8.
	Tested safety product.
 1 ¼” pipe thread.

Accessories
Soaking 
tray set

Soaking 
tray set

Fine meter-
ing device

for litre 1 2 -

L x ∅ mm 265x120 320x120 -
Ref. no. 4.10.010-1 4.10.020-1 3.88.100

Soaking tray set made from stainless steel 
1.4301 with flame arrester and pump tube.
 Compatible with 1 or 2 litres can.
 Easy replacement, remove the flame 

arrester and screw the soaking tray 
set onto the can.
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5.1

5.1.10  Stainless steel multi-purpose safety cans

  Rd 56 x 1/6“

  3/4“ Tap
 optional

Flame arrester - 
3.84.020-1

Pourer, rigid - 3.84.002 Tap - 1.80.000 Holder for pourer - 
3.84.003

For safe in-house transportation and storage of flammable liquids. Exterior - electrolytically polished 
1.4301 stainless steel. Interior pickled. Seal - Teflon.

Ordering information/Dimensions

Cap. l H mm W mm D mm Ref. no.
5 300 105 350 3.84.105
10 300 175 350 3.84.010
20 490 175 350 3.84.020

Accessories
Flame arrester for canister neck 3.84.020-1
Tap 1.80.000
Pourer, rigid 3.84.002
Holder for pourer 3.84.003

 ¾” connection (for tap optional).
 Flame arrester in screw cap.
 Manual pressure / vacuum compen-

sation in screw cap.
 Flexible use due to extensive accessories.

For safe dispensing and exact metering of flammable liquids. Unpolished 1.4571 stainless steel. 
Plastic protection ring. Seal - Teflon.

 Inclusive self-closing metering tap or 
normal tap.

 Manual vacuum compensation /over-
pressure compensation.

 Flame arrester in can neck.
 High stability.
 High resistance and purity.

Ordering information/Dimensions

Capacity  
l

Ø  
mm

Height  
mm Level indicator

incl. 
tap 

1.80.000

incl. 
metering tap 
3.88.200

Ref. no.

10 260 320 - - 3.88.010
10 260 320 - 3.88.110
10 260 320 - 3.88.210

Accessories
Metering tap 1.80.000
Tap 3.88.200

5.1.11  Stainless steel dispensing cans

 Markings prepared according to GefStoffV 
and BGV A8.

 Tested safety product.
 1 ½” pipe thread.
 Exterior level indicator made from highly resist-

ant PFA (items 3.88.110, 3.88.210 only).

Safety can  - 3.84.020,  - 3.84.010 
and  - 3.84.105

 Space saving design.
 High resistance and purity.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.

Dispensing can  - 3.88.010 incl. metering tap 
- 3.88.200 and dispensing can  - 3.88.110 
incl. tap - 1.80.000
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5.1

For safe, convenient metering of flammable liquids when larger quantities are required. Unpolished, 
1.4301 stainless steel. Plastic protection ring. Seal - Teflon.

Ordering information/Dimensions

Cap.  
l

Ø  
mm

Height  
mm

Level  
indicator Ref. no.

25 300 530 - 3.88.025

25 300 530 3.88.125

	Inclusive self-closing tap 1.80.000.
 Manual pressure / vacuum compen-

sation in the screw cap.
 Flame arrester in can neck.
 Stackable.
 Exterior level indicator made from highly 

resistant PFA (item 3.88.125 only).

5.1.12  Stainless steel dispensing cans

	High stability.
 High resistance and purity.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.

 Type approval tested can according 
to ADR, RID and IMDG code.

 Tight closure, even in extreme situations.
 Captive cap on flexible shaft.
 Flame arrester in can neck.
 High resistance and purity.
 Can be used in-house with fine metering 

device.

5.1.13  Stainless steel transport cans
For safe transport of hazardous substances by road, rail and sea. Unpolished 1.4571 stainless 
steel. Plastic protection ring. Seal - Teflon.

 Markings prepared according to GefStoffV 
and BGV A8.

 Additional markings according to ADR/RID.
 Tested safety product.
 1 ¼” pipe thread.

  1½“ 
 pipe thread

  3/4“

Accessories
Soaking 
tray set

Soaking 
tray set

Fine meter-
ing device

for litre 1 2 -

L x ∅ mm 265x120 320x120 -
Ref. no. 4.10.010-1 4.10.020-1 3.88.100

Ordering information/Dimensions

Transport can
Cap. l Ø mm Height mm Ref. no.

1 110 238 3.89.001

2 130 295 3.89.002

5 165 400 3.89.005

Fine metering device - 
3.88.100

Soaking tray set - 
4.10.010 -1

Suitable safety funnel - see page 244, search no. 5.2.2.

Soaking tray set made from stainless 
steel 1.4301 with flame arrester and 
pump tube.

 Compatible with 1 or 2 litres can.
 Easy replacement, remove the flame 

arrester and screw the soaking tray 
set onto the can.

Transport cans - 3.89.002 and soaking tray set  - 
4.10.020-1

Dispensing can 	- 3.88.025 and  - 3.88.125 
and level indicator
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5.1

5.1.14  Stainless steel transport canisters





 Type approval tested can according 
to ADR, RID and IMDG code.

 Tight closure, even in extreme situations.
 Captive cap on flexible shaft.
 Flame arrester in can neck.
 Space saving design.
 Can be used in-house with metering tap.

 Type approval tested can according to 
ADR, RID, IMDG code and ICAO-TI.

 Tight closure, even in extreme situations.
 ¾” connection (for tap 1.80.000 optional 

for in-house use).
 Adjusting bases for stable positioning.
 Rear handle.
 Captive cap on flexible shaft.

  Rd 56 x 1/6“

  ¾“

For safe transport of hazardous substances by road, rail and sea. Polished 1.4571 stainless steel. 
Seal - Teflon.

 High resistance and purity.
 Markings prepared according to GefStoffV 

and BGV A8.
 Additional markings according to ADR/RID.
 Tested safety product.
 1 ½” pipe thread.

5.1.15  Stainless steel multi-purpose transport cans
For safe transport of hazardous substances by road, rail, sea and air. 1.4301 stainless steel. 
Exterior - electrolytically polished, interior pickled. Seal - Teflon.

 Flame arrester in can neck.
 Space saving design.
 High resistance and purity.
 Markings prepared according to GefStoffV 

and BGV A8.
 Additional markings according to ADR/RID.
 Tested safety product.

5.1.16 Stainless steel transport cans

 Type approval tested can according to 
ADR, RID, IMDG code and ICAO-TI.

 Tight closure, even in extreme situations.
 Manual ventilation.
 Flame arrester in can neck.
 Captive cap on flexible shaft.
 Can be used in-house with metering tap.
 Stackable.

For safe transport of hazardous substances by road, rail, sea and air. Unpolished 1.4301 stainless 
steel, plastic protection ring. Seal - Teflon.

 High stability.
 High resistance and purity.
 Markings prepared according to GefStoffV 

and BGV A8.
 Additional markings according to ADR/RID.
 Tested safety product.
 1 ½” pipe thread.

Ordering information/Dimensions

Cap. l H mm W mm D mm Ref. no.
5 290 130 210 3.90.005
10 370 130 280 3.90.010

Accessories
Metering tap 3.88.200

Ordering information/Dimensions

Cap. l H mm W mm D mm Ref. no.
5 300 105 350 3.89.105
10 300 175 350 3.89.010
20 490 175 350 3.89.020

Accessories
Tap 1.80.000
Pourer, rigid 3.84.002
Holder for pourer 3.84.003

Ordering information/Dimensions

Cap. l ∅ mm Height mm Ref. no.
25 300 530 3.89.025

Accessories
	Metering tap 3.88.200

Pourer - 3.84.002 Holder of pourer - 
3.84.003



Transport canister - 3.90.005

Transport can - 3.89.105

Transport can - 3.89.025 with metering tap  - 
3.88.200 
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5.1




5.1.17  Sammelbehälter aus Edelstahl

 Easy handling.
 High media resistance and purity.
 High stability.

For collecting flammable liquids. The combination of a can and a safety funnel with flame 
arrester fulfils the requirement of a collection container according to TRbF 60.
Unpolished 1.4571 stainless steel. 2“ sleeve with 2“ Tre-Sure stoppers incl. Viton® seal, 
safety ring made of plastic.

Collection can  - 5.88.010 and collection can 
	- 5.88.110 with funnel  - 5.88.001 and short 
flame arrester 5E10.004

Pourer, rigid - 5.88.002Flame  arrester adapter - 5.88.003

 Markings prepared according to GefStoffV 
and BGV A8.

 2“ pipe thread, suitable for standard  
50-l/60-l and 200-l drums.

Ordering information/Dimensions

Capacity l Ø mm Height mm Level indicator 
- highly resistant PFA - Ref. no.

10 280 290 - 5.88.010
10 280 290 5.88.110

Accessories
Safety funnel  (for use only with a flame arrester) 5.88.001
Flame arrester, short 5E10.004
Flame arrester with adapter 5.88.003
Pourer, rigid 5.88.002

Funnel 
5.88.001

with

 Flame arrester  Flame arrester
 - with adapter-  - short -
 5.88.003 or 5E10.004

Pourer 
 5.88.002

for
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5.1.18  Disposal cans with glass insert
Suitable for collecting almost all corrosive liquids. Coated steel outer jacket, duran glass insert 
on the inside.

1)  einschließlich Deckel und Feststellschraube.

 Large 85 mm dia filling opening.
 Secure closure thanks to locking screw.
 Excellent media resistance.
 Integrated pressure compensation valve.

 High stability.
 Markings prepared according to GefStoffV    

and BGV A8.

Entsorgungskanne - 5.56.024

Ordering information/Dimensions

Capacity ∅ Height Pourer-∅ Controls Ref. no.
l mm mm mm material

10 ∅ 260 370 35 Stainless steel 3.122.60
7.5 ∅ 310 350 90 Stainless steel 3.127.62
20 ∅ 310 450 90 Stainless steel 3.127.65

5.1.19 HDPE dispensing and collecting cans
For dispensing and metering of corrosive, non-flammable liquids. 4 mm HDPE, colour - white.

 Safe carrying and use of e. g. acids an lye.
 Automatic pressure compensation.
 Easy to use thanks to combination handle.

 Robust construction.
 Markings prepared according to GefStoffV 

and BGV A8.

Note
For collection cans with coupling connection for 
HPLC application, please refer to page 242, 
search no. 5.1.25.

Collection can - 3.127.65

Disposal cans - 5.56.024

Ordering information/Dimensions

Capacity l 4 8
Ø mm 230 270
Height mm 490 520
Ref. no. 5.56.024 5.56.028 5.1
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5.1

Note!
To ensure tight closure of the screw fitting, a 
special pliers must be used to close the fitting 
with a torque of 20 Nm. We recommend use 
of a special pliers - 5.09.003.
Transport approval for packaging groups II & 
III. Density of contents:

5.1.21 Polyethylene canisters

 Tight closure, even in extreme situations by 
means of special pliers 5.09.003, see note.

 Type approval tested can according to 
ADR, RID, IMDG code and ICAO-TI.

 Recyclable.
 Space saving design.
 High media resistance.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.

Additional accessories:
 Pourer 5.09.002 for safe and easy pouring 

of liquids from the canister.
 Safety funnel 5.08.001 immediately ready 

for use enables easy filling of safety cans and 
prevents overfilling.

For collecting and transporting flammable liquids. The combination of canister and safety 
funnel (see page 244, search no. 5.2.1, ref. no. 5.08.001) meets the requirements according to 
TRbF 60. Black, electrostatically conductive polyethylene material.

 Mechanical level control with 3 connections 
for hoses and integrated float ensures visual 
control to protect against overflows or inter-
ruption during the workflow due to empty ca-
nister. Can be ideally used in the laboratory, 
in the warehouse and in production. Suitable 
for all canisters with S61 thread.

 Activated carbon filters with splashguard 
reliably absorb 99% of all volatile solvent va-
pours and therefore prevent unfiltered escape 
of harmful vapours. With a specific surface of 
1,200 m²/g, the special fill (multi-component 
granulate) is the optimum filter medium for 
solvent vapours. 

 Screw cap 5.09.041 with S61 thread for 
connection to activated carbon filter, including 
suitable fittings and sealing cone for hoses.

Level control - 5.09.046 with carbon filter S - 5.09.070

Can full

Can empty

	Square fittings and  
	installation wrench

Polyethylene canisters - model 5.09.010

Activated carbon filter S - 5.09.070 and M - 5.09.071

S

Ordering information/Dimensions

Length Width Height Capacity Filling opening Thread Ref. no.
mm mm mm l Ø mm
298 198 264 10 56 S61 5.09.010

Accessories for all models
Pourer 5.09.002
Metering tap -conductive- 5.09.100
Stainless steel safety funnel 5.08.001
Special pliers 5.09.003
Level control, 3x outside: Ø 2.3 - 3.2 mm 5.09.045
Level control, 2x outside: Ø 2.3 - 3.2 mm, 1x inside: Ø 6 - 8 mm 5.09.046

Activated carbon filter kit:

Activated carbon filter S  / filter area 28,800 m² 5.09.070
Activated carbon filter M / filter area 57,600 m² 5.09.071
- Suitable screw cap without earthing connection 5.09.040
- Suitable screw cap with earthing connection 5.09.041
- Additional square fittings (PP) 10 pcs. for hose connection 5.09.075
- Installation wrench for square fittings (PP) 5.09.076

Tap - 5.09.100 Safety funnel - 5.08.001 Special pliers - 5.09.003 Screw cap - 5.09.041

Acetic acid (98 – 100%) – 1.2 kg / l, 
n-butyl acetate with n-butyl acetate saturated 
wetting agent solution 1.2 kg / l, hydrocarbon 
mixture 1.2 kg / l each at a total pressure of max 
200 kPa / 55 °C.

M
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5.1

 Tight closure even in extreme situations.
 Type approval tested packaging 

material according to ADR, RID and 
IMDG code.

 Stackable 3-high.
 Transport acc. to TRbF 60 (without funnel).
 Easy handling.
 High media resistance.
 Many various accessories available.

Note!
Transport approval for all packaging groups. 
Density of contents:
Packaging group I – 1.20 kg/l,
Packaging group II – 1.80 kg/l,
Packaging group III – 2.70 kg/l,
each with a max. total pressure of 200 kPa at 
55 °C. For liquids with a conductivity > 10 -8 s/m 
please note TRBS 2153 and BGR 132.

5.1.24  Combination containers
For collecting and transporting flammable liquids. The combination of container and safety 
funnel (see page 244, search no. 5.2.1, ref. no. 5.10.001) meets the requirements according to 
TRbF 60. Sheet steel outer jacket, blue stove enamelled. Polyethylene liner.

 Markings prepared according to GefStoffV 
and BGV A8.

Combination container - model 5.10.010

For collecting and in-house transporting of flammable liquids. Black canister, made of elec-
trostatically conductive polyethylene. Ideal used for filling in combination with safety funnel 
5.08.001 - see page 244, search no. 5.2.1.  

Accessories - see page 240 / ref. no. 5.1.21

For safe filling and storage of small quantities of flammable liquids. Canister, semi-transparent 
made of polypropylene. Ideally used for filling in combination with electrically conductive 
safety funnels - see page 245, search no. 5.2.3.

Ordering information/Dimensions

Capacity l 10 20
Length mm 298 298
Width mm 198 198
Height mm 264 510
Filling opening ∅ mm 56 56
Ref. no. 5.11.010 5.11.020

Ordering information/Dimensions

Capacity l 5 5
Length mm 330 330
Width mm 70 70
Height mm 355 405
Filling opening ∅ mm 48 48
Thread S 50 S 50
Level control -
Ref. no. 5.11.015 5.11.005

 Level indicator warns of overfilling.
 Tight closure, even in extreme situations.
 Recyclable.

 Integrated level control for visual control to 
protect against overfilling.

 Tight closure, even in extreme situations.
 Recyclable.
 Space saving design.

5.1.22 Polyethylen canister with level control

5.1.23 Space-saving canister with/without level control

 High media resistance.
 Markings prepared according to GefStoffV 

and BGV A8.

 High media resistance.
 Markings prepared according to GefStoffV 

and BGV A8.

Ordering information/Dimensions

Cap. l ∅ mm Height mm Ref. no.
6 250 200 5.10.006
12 250 350 5.10.010

Accessories
Pouring connector 5.10.002
Wrench 5.10.003

Suitable safety funnel -  
see page 244

Wrench - 5.10.003

Note!
Suitable accessories, e.g. pourer, safety funnel, 
special pliers, screw cap, carbon filter, level 
control, etc. are available on page 240 / search 
no. 5.1.21

Polyethylene canister  - 5.11.020 and  - 5.11.010  
with level control

Canister  - 5.11.015 and  - 5.11.005 with level  
control
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5.1

5.1.25  HDPE collection can with activated carbon filter

 Easy to use thanks to combination handle.
 Coupling and vent connection, no stagnation 

pressure in the discharge pipe of the liquid 
circulation.

 Suitable for gravity feed waste disposal meth-
ods.

HDPE collection can with coupling connection for direct filling of flammable and non-flammable 
liquids, e. g. HPLC disposals. The quick release mechanism allows easy connection and disconnec-
tion of hoses to high-pressure liquid chromatography. The coupling as well as the disconnecting 
device has valves to prevent vapours from escaping or leakage of solvents.

Note!
If the can is filled with chargeable liquids or media 
that have a flash point below 35 °C, care must be 
taken with subsequent areas of application. The 
container is only suitable for gravity feed disposal 
of wastes from high pressure liquid chromatogra-
phy. The filling speed of the media must not exceed 
5 m/s. Do not fill the safety can with media in 
substance group II C, diethyl ethers or substances 
that can react with each other. The cans must be 
earthed when being filled or emptied and should 
be stored in accordance with TRbF 20.
The re-usable filters cannot be used for the oval 
3.7-litre container, ref. no. 5.121.60. Never 
transport the safety can with the activated carbon 
filter fitted.

 Flame arrester in can neck.
 Automatic pressure compensation between 

0.2 and 0.35 bar.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.

 Two-stage filter.
 Easy filter installation.
 Activated carbon cartridges can be individually 

replaced, easy handling thanks to screw fitting.
 Filter saturation indicator with alternating 

colour display.

 Multi-component granulate as filter medium.
 Easy filter installation of the filter.
 Activated carbon filter including splash-

guard.
 Average life: 
 5.09.070 - 3 months / 5.09.071 - 6 months.

Activated carbon filter for filtering and minimising odours, absorbs 99 % of the suspended 
liquid particles. 
Disposable activated carbon filter  
The disposable activated carbon filters can only 
be installed by using adapter 5.09.072. The ad-
apter is pushed into the coupling in the can until 
it latches. The adapter has a thread in which the 
disposal activated carbon filter is screwed. The 
adapter must be ordered separately - only one 
adapter is required for each collection can. The 
activated carbon filters can only be used once 
within their given life.

Ordering information/Dimensions

Cap. 
l

Ø o. WxD 
mm

Height 
mm

Pourer Ø 
mm

Controls
material

Coupling and
vent connection 

material

Ø Seal
material

Ref. no.

3.7 193x117 324 35 Stainless steel Polypropylene 3/8“ EPDM 5.121.60
7.5 305 375 90 Stainless steel Stainless steel 3/8“ Teflon 5.127.52
7.5 305 375 90 Stainless steel Polypropylene 3/8“ EPDM 5.127.53
19 205 508 90 Stainless steel Stainless steel 3/8“ Teflon 5.127.55
19 205 508 90 Stainless steel Polypropylene 3/8“ EPDM 5.127.56

Accessories for all models
Disposable activated carbon filter - :

Activated carbon filter with splashguard made of PP / filter area 28,000 m² 5.09.070
Activated carbon filter with splashguard made of PP / filter area 57,600 m² 5.09.071
- Adapter for disposable activated carbon filter - Polyethylene (1 adapter required per container!) 5.09.072

Re-usable activated carbon filter - :  

Combined coalescence/activated carbon filter with PP disconnect fitting 5.281.61
- Replaceable activated carbon filter (pack of 3) for re-usable activated carbon filter 5.281.57

Collection can  - 5.121.60,  - 5.127.55 and 
 - 5.127.53

Collection can  - 5.121.60 with disposable activated car-
bon filter  - 5.09.071 and collection can   - 5.127.53 
with re-usable activated carbon filter  - 5.281.61	

Re-usable activated carbon filter  
Easy installation of the ventilation filter thanks 
to coupling connection on both sides. The 
carbon cartridge with filter saturation indica-
tor changes colour from purple to black when 
hydrocarbons are absorbed, thus letting you 
know when to change the filter. The coalescence 
filter can be used many times and only needs 
to be replaced after the activated carbon filter 
has gone through three or four exchange cycles.

Collection can with coupling connection
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5.1

 Sprung, self-closing action.
 Leakproof.
 Good resistance even with contaminated 

substances.

Note!
Not suitable for hydrocarbon mixtures (e.g.  
Böttcherin)
When using acetone please also order seal  
Ref. No. 4.40.009.

*LDPE = Low Density Polyethylen

5.1.26  Polyethylene and brass metering cans
For precise metering of small quantities of liquid. Made from impact and scratch resistant polyeth-
ylene - coloured red. Brass screw cap or completely made from brass (ref. no. 4.14.050).

 Markings prepared according to GefStoffV 
and BGV A8.

 Tested safety product.

Ordering information/Dimensions

Cap. l ∅ mm Height mm Ref. no.
0.5 75 200 4.140.09

Accessories (necessary for use of acetone) 
Acetone resistant seal 4.40.009

5.1.27  LDPE* spray bottles

For fine metering even in inaccessible places. Polyethylene can and oulet.

 Pressure compensation.
 Hose end can be fixed using metal core.
 Markings prepared according to GefStoffV 

and BGV A8.

5.1.28  Safety bottles
For safe pouring, metering and use of flammable and aggressive liquids. Pure aluminium bottle 
with automatic pouring and venting valve. Interior seal from Viton® (e.g. for benzene, petroleum, 
turpentine oil and acid free oils) or EPDM (e.g. thinners, alcohol, acetone).

	Self-closing pouring valve.
 Valve opens only by finger pressure.
 No leaking if the bottle falls over.
 Bottle from break-proof material.
 Automatic closing when not in use - even 

without screw cap.

 Screw cap colour coded for different applica-
tions.

 Safety product.

Ordering information/Dimensions

Capacity l 0.4 0.4 1 1
Can-Ø mm 60 60 78 78
Total height mm 220 220 280 280
Colour  
screw cap red yellow red yellow

Seal material Viton® EPDM Viton® EPDM
Ref. no. 4.13.040 4.13.041 4.13.100 4.13.101

Ordering information/Dimensions

Fig.
Capacity l 0.3 1.0 0.5
∅ mm 80 105 90
Height mm 145 260 160
Tests  
Ref. no. 4.140.04 4.140.10 4.14.050

Metering can  - 4.140.04,  - 4.140.10 and 
 - 4.14.050



info@dueperthal.com

www.dueperthal.com
DÜPERTHAL SICHERHEITSTECHNIK GMBH & CO. KG 
Frankenstrasse 3, 63791 Karlstein, Germany

Phone + 49   6188 9139-0 
Fax  + 49   6188 9139-121  

244

Funnel 	- 3.80.001,   - 3.80.002 and  
	- 3.80.003

5.2.2 Stainless steel funnels

Ordering information/Dimensions

Filling-Ø mm Filling pipe-Ø mm Filling pipe length mm Ref. no.
120 34 100 3.80.001
120 34 100 3.80.002
120 23 100 3.80.003

For easy and safe filling of containers, canisters and standing cans. Made completely from stain-
less steel 1.4571 - unpolished.

Funnel 3.80.003 for stainless 
steel cans 1.2 and 5 litres  - from 
page 234.

Funnel 3.80.002 for stainless 
steel canisters 5 and 10 litre  - from 
page 234.

Funnel 3.80.001 for stainless 
steel standing cans 10 and 25 
litres - from page 235.

Safety funnels
5.2.1 Safety funnels for flammable liquids

Enables easier filling of safety containers (see page 240 + 241, search no. 5.1.21 + 5.1.24) and 
prevents overfilling incl. flame arrester. Made completely from stainless steel.

	Impossible to overfill.
 Hinged lid reduces escaping vapours to a 

minimum.

Buttress thread:
Pitch
4 mm

Principle of overfilling protection

Ordering information/Dimensions

Filter opening Ø mm for container Type Ref. no.
120 5.09.010 with coupling nut 5.08.001

120 5.10.006 
5.10.010 Buttress thread (S 56x4) 5.10.001

180 5.09.010 with coupling nut 5.08.004

180 5.10.006 
5.10.010 Buttress thread (S 56x4) 5.10.007

Accessories - Flame arrester for funnel:
5.08.001 
5.08.004 stainless steel with seal 5E08.001

5.10.001 
5.10.007 stainless steel with seal 5E10.004

 Alveocel sealing,  PE sealing

Safety funnel - 5.10.001

Safety funnel - 5.10.007

 Flame arrester (simple to interchange) pre-
vents entry of free sparks.

5.2
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5.2

5.2.3 Safety funnel made of electrically conductive HDPE

For filling safety containers with liquid wastes. Black, made of electrostatically conductive 
polyethylene.

 Integrated ball valve openings only during 
filling.

 With removeable dirt strainer made from  
PE-HD. 

 Earthing cable included in scope of supply.
 Coupling nut optionally for S 50 und S 61 

thread.

5.2.4 Galvanised steel funnel
For convenient filling of smaller containers and self-closing cans. Galvanised steel, complete with 
flexible metal hose.

Ordering information/Dimensions

Filling-Ø 
mm

Length 
mm

Hose 
Ø mm Ref. no.

110 250 25 3.12.337

Ordering information/Dimensions

Filter opening Ø mm 280

Thread 2“

Length of flame arrester mm 150

Ref. no. 5.082.07

5.2.5 Sheet steel drum funnel
For safe filling of drums with flammable liquids. Material: sheet steel. Exterior red powder coated, 
interior tin plated. Brass immersion tube.

	Self-closing lid in case of fire.
 Large filling opening.

 Immersion tube acts as flame arrester.
 Tested safety product.

For easy and safe filling of drums. Suitable for use as surface for letting filters and cans drip off.

5.2.6  Polyethylene drum funnel

Ordering information/Dimensions

Capacity  
l

Ø  
mm

Height  
mm

Inlet opening  
Ø mm

Weight  
kg

Flame 
arrester

Valve Ref. no.

9.5 530 83 42 2.3 - - 1.282.10
9.5 530 83 52 3.2 1.282.11

Lid (model 1.282.10 only) 1.282.15

	Lightweight construction, PE material.
 Model 1.282.11 with flame arrester and 

vacuum / pressure compensation valve for 
flammable liquids.

 Model 1.282.10 with optional lid for protec-
tion against pollutants.

Safety funnel with dirt strainer - 5.10.061

Ordering information/Dimensions

Thread for container Dirt strainer Ref. no.

S 50 5.11.015/5.11.005 5.10.051

S 61 5.09.010/5.11.010/5.11.020 5.10.061

Drum funnel - 1.282.11
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5.3.1 Workbench collection containers powder coated
For safe collection of used cleaning material. Material - steel, interior tin-plated, exterior red 
powder coated.

Safety containers for hazardous solids

5.3

Ordering information/Dimensions

Opening Capacity l Ø mm Height mm Ref. no.

by foot pedal

20 290 397 5.901.00
40 348 458 5.903.00
50 393 505 5.905.00
80 458 597 5.907.00

by hand
20 290 397 5.901.10
40 348 458 5.903.10
80 458 597 5.907.10

Table-top version:  
by hand 8 245 230 5.902.00

Accessories 

Poly flat bag (except for ref. no. 5.902.00) 5.98.099

 Convenient opening using foot pedal 
or optionally by hand.

 Table-top version with side handles, with-
out perforated bottom edge.

 Self-closing lid.
 Perforated floor edge prevents heating 

up/self ignition.

 High stability.
 No leakage of collected liquids.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.

Collection container with foot pedal  - 5.901.00,  
 - 5.901.10 and table-top version  - 5.902.00

5.3.2 Self-closing drum lids

For an easy conversion of standard drums into safe collection drums for flammable solids.  
Material - sheet steel, red powder coated.

Ordering information/Dimensions

Dimensions to fit 200-l drum
Ref. no. 5.267.50

Accessories
Spare fuse cutout

Ref. no. 4.275.20

	Self-closing lid in case of fire thanks to fuse 
cutout.

 Clamping ring equalizes different drum diam-
eters.

 Easy installation.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.
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5.3

Ordering information/Dimensions

to fit 200-l drm 60-l drum
Outer Ø mm 590-610 390-403
Ref. no. 5.26.700 5.26.706

5.3.4 Drum lids with swing flap
For an easy conversion of standard drums into safe collection drums for flammable solids.  
Material - sheet steel, red powder coated.

	Swinging lid flap prevents supply of oxygen 
in case of fire.

 Easy installation.
 Tested safety product.

5.3.3 Self-closing cleaning wool collector
For safe collection of used cleaning materials. Made of sheet steel, red powder coated.

	Large capacity.
	Swinging lid prevents supply of oxygen in 

case of fire.
	Swinging lid is removable therefore easy to 

empty.
	Including two handles for easy transport.

	Robust construction.
	Container is liquid-tight.
	Container markings prepared according to 

GefStoffV and BGV A8.

Ordering information/Dimensions

Capacity l 60
Lid-Ø mm 400
Container-Ø mm 395
Height mm 600
Ref. no. 5.05.060

Accessories
Poly flat bag
Ref. no. 5.98.099

Drum lids with swing flap - 5.26.700
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5.4

Ø 
mm

Height 
mm

Capacity 
l

Fill  
capacity1)

Ref. no. Suitable small 
components basket 
Ref. no.

Suitable 
brush insert 
Ref. no.

267 178 1.7 – 4.094.00 – –
240 160 4 – 4.276.01 – –
240 260 8 4 4.276.02 4.279.01 4.27.023
300 310 13 8 4.276.03 4.279.02 4.27.023
360 360 19 13 4.276.05 4.279.03 4.27.058
410 390 30 22 4.276.08 4.279.06 4.27.058
360 360 19 13 4.276.152) 4.279.23 –

Accessories
Spare fuse cutout 4.275.20

Stand for washing station 
(450 x 450 x 550 / W x D x H mm) 4.01.411

Washing and dipping tanks  - 4.276.02 withsmall com-
ponents basket - 4.279.01, dipping tank  - 4.094.00

Cleaning drums
5.4.1 Steel washing and dipping tanks

For the safe cleaning and degreasing of components and equipment using flammable solvents. 
Material - steel, interior tin-plated, exterior red powder coated. Receptacle 4.276.15 with additional 
polyethylene insert in the tank and the lid.

	Suitable for use with small components 
basket or brush insert.

 Self-closing lid in case of fire, receptacle 
4.094.00 generally self-closing (spring-
actuated).

 Good resistance even with contaminated 
substances.

5.4.2 Filling can for mixing liquids
For safe mixing of liquids such as paints, varnishes and staining products. Also suitable for flam-
mable liquids. Material - steel, interior tin-plated, exterior red powder coated.

Ordering information/Dimensions

Capacity l 19
Ø mm 380
Height mm 405
Ref. no. 4.277.05

1)  approx. cap. in litres when using small components basket, 2) with polyethylene insert

	Secure-closing lid.
 Self-closing filling opening.
 Automatic pressure compensation.
 Flame arrester in filling opening.

 With earthing jumper.
 Carrying handle for in-house transport.
 Simple use.
 High stability.

Note!
Suitable earthing cables available on page 256, 
search no. 6.1.9.

 High stability.
 Robust construction.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.

Stand washing station - 4.01.411 Small components basket - 4.279.03
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Moistener incl. soaking tray set 	- 4.10.020 and 
 - 4.10.010

5.4

5.4.3 Steel and polyethylene moisteners
For economic moistening of a cleaning cloth when only small quantities of solvent are required. 
Material - steel, interior tin plated, exterior red powder coated, or alternatively: can 4.140.18 
made from polyethylene. 

Ordering information/Dimensions

Capacity l Ø mm Height mm Soaking tray Material Ref. no.
0.5 120 135 75 Steel 4.100.08
1 180 145 135 Steel 4.101.08
2 180 190 135 Steel 4.102.08
4 180 270 135 Steel 4.103.08
1 135/135 210 135 Polyethylene 4.140.18

5.4.4 Stainless steel moistener

For economic moistening of a cleaning cloth when only small quantities of 
solvent are required. Stainless steel can 1.4571 - unpolished; stainless steel 
soaking tray set 1.4301. Plastic protection ring.

	The soaking tray set is compatible with 
both the 1 and  2-litre cans

 3.88.001/3.88.002 (search no. 5.1.7) or 
 3.89.001/3.89.002 (search no. 5.1.13).
 Soaking tray with flame arrester and 

pump tube
 Easy replacement, remove the flame 

arrester and screw the soaking tray 
set onto the can.

 High resistance and purity.
 Spring mounted soaking tray with flame  

arrester.

	Pump tube made from brass and PPS.
	Spring mounted soaking tray with flame ar-

rester.
 Economical removal of cleaning liquids. 

Liquid that is not needed goes back into the 
can.

 Emitted vapours are reduced to a minimum.

 Good resistance even with contaminated 
substances.

 High stability.
 Markings prepared according to GefStoffV 

and BGV A8.
 Tested safety product.

Soaking tray - 4.10.010-1

 Emitted vapours are reduced to a minimum.
 Economical removal of cleaning liquids. 

Liquid that is not needed goes back into the 
can.

 Emitted vapours are reduced to a minimum.
 High stability.
 Can handle ensures safe handling.
 Markings prepared according to GefStoffV 

and BGV A8.
 1 ¼” pipe thread.

Ordering information/Dimensions

Moistener with soaking tray set
Cap. l Ø mm Height mm Ref. no.

1 110 273 4.10.010

2 130 333 4.10.020

Accessories - Soaking tray, seperately

for can 1 litre 2 litre

L x ∅ mm 265x120 320x120

Ref. no. 4.10.010-1 4.10.020-1

Moisteners 	- 4.140.18 and  - 4.103.08
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5.4

5.4.5 Steel soak can

For metered soaking of clothes for cleaning, e.g. printing press rollers, with solvents. Material - 
steel, interior tin-plated, exterior red powder coated.

5.4.6 Stainless steel soak cans
For metered soaking of clothes for cleaning, e.g. printing press rollers, with solvents. Stainless 
steel complete.

	Spring mounted flame arrester as soaking tray.
 Metered removal of cleaning liquid.
 High stability.

Ordering information/Dimensions

Capacity l 4
Ø mm 260
Height mm 135
Material Stainless steel 1.4571
Ref. no. 4.10.404

 High resistance.
 Markings prepared according to GefStoffV 

and BGV A8.

5.4.7 Galvanised and stainless steel cleaning cans

For the safe cleaning and degreasing of components and equipment using flammable solvents.  
Completely galvanised or completely made from stainless steel.

	Self-closing lid in case of fire.
 Good resistance even with contaminated 

substances.

 Cleaning cans 4.30.001-1 and 4.30.002 
including components basket.

 Markings prepared according to GefStoffV 
and BGV A8.

	Spring mounted flame arrester as soaking tray.
 Metered removal of cleaning liquid.
 Rounded edges prevent injuries.
 High stability.
 Steel soak can 4.104.71 including carrying 

handle.

 Good resistance even with contaminated 
substances.

 Markings prepared according to GefStoffV 
and BGV A8.

Ordering information/Dimensions

Capacity l 1 2 4 8 12 6
Ø mm 120 240 240 290 350 240
Height mm 130 100 120 270 180 190

Ref. no. 4.101.75 4.102.95 4.103.75 4.105.75 4.107.75 4.104.71

Accessories 
Components basket, Ø 170 mm, Height 15 mm
suitable for - -
Ref. no. 4.101.11 4.101.11 4.101.11 4.101.11

Ordering information/Dimensions

Capacity l 0.75 2 4
Ø mm 150 230 260
Height mm 80 100 135
Material Galvanised sheet steel Galvanised sheet steel Stainless steel 1.4571

Ref. no. 4.30.001-1 4.30.002 4.30.004

Accessories
Components basket, stainless steel 1.4571
suitable for - -
Ref. no. 4.30.004-T

Soak can  - 4.102.95 and  - 4.105.75

Cleaning can incl. component basket  - 4.30.001-1 and 
 - 4.30.004 with component basket  - 4.30.004-T
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Collection can - 4.109.05

5.4

5.4.8 Can for use with cold cleaners

For the safe cleaning with water pollutant, non-flammable solvents (e.g. cold cleaners). Hot-dip 
galvanised complete.

	Captive lid with carrying handle.
 Easy to use.
 Good media resistance.
 Robust construction.

Ordering information/Dimensions

Capacity l 15
Ø mm 310
Height mm 260
Ref. no. 4.99.015

 High stability.
 Markings prepared according to GefStoffV 

and BGV A8.

5.4.9 Polyethylene brush holders

For working with adhesives, paints and solvents. Made from impact resistant polyethylene.

 No drying out of the brush - brush remains in 
the liquid.

 Precise metering with wiping bar.
 Secure holding of brush.

 High chemical resistance.
 Markings prepared according to GefStoffV 

and BGV A8.

Ordering information/Dimensions

Cap. 
l

Height 
 mm

Width 
mm

Depth 
mm Ref. no.

0.45 150 125 85 4.14.045
0.90 180 180 100 4.14.090
1.50 190 210 110 4.14.150

Brush holder  - 4.14.045 and  - 4.14.090

5.4.10  Collection can for cleaning agents made from galvanised steel

For safe and easy collection of cleaning agents. The cleaning agent collection cans made of 
galvanised steel consist of a funnel and a collection can, tin plated on the inside, red powder 
coated on the outside.

	Unscrewable wide-neck funnel catches clea-
ning agent and guides it into the collection 
can without overflow.

	Optional cover available for funnel, made 
of untreated steel - not liquid-tight.

	Flame arrester in the funnel prevents the 
penetration of sparks.

	Threaded plug ¾“ in the collection can enables 
easy draining of the cleaning agent, e.g. via 
self-closing taps.

Ordering information/Dimensions

Cap. l Ø mm Height mm Ref. no.
11 295 311 4.109.03
19 295 425 4.109.05

Accessories - suitable for both models
Funnel cover 4.111.76
Wrench for thread 5.10.003
Tap 1.809.55

Collection can with funnel Tap - 1.809.55
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5.5

Cleaning tanks and equipement
5.5.1 Sheet steel dipping tanks

For safe and convenient cleaning of larger components at working height. Galvenised sheet steel 
- painted red.

 ¾“ drain plug in the bottom of the tank for 
draining, e. g. with the help of a cleaning 
agent collection can (search no. 5.5.2).

 Independent, slow-closing of the cover via 
pneumatic spring of pedal-operated dip 
tanks.

 Models 4.271.40 and 4.272.60 with 2 
chambers, ideal for 2-stage cleaning.

 Models 4.273.11 and 4.273.22 for installa-
tion on the workbench. Self-closing lid in case 
of fire.

 Tested safety product.
 Optionally available:
 - Floor strainer allows coarse dirt to pass through. 

- Components basket for cleaning smaller parts. 
- Wrench for opening the drain plug.

Ordering information/Dimensions

Opening Fill capacity Outer in mm Basin in mm Ref. no. Accessories Ref. no.
in l B T H B T* H

by  
foot 
pedal

Wrench 5.10.003
48 610 496 845 603 406 222 4.271.10 Floor strainer 4.270.04

Components basket 4.270.03
Wrench 5.10.003

97 895 496 845 889 406 305 4.272.20 Floor strainer 4.270.06
Components basket 4.270.05
Wrench 5.10.003

2x 15 610 496 845 2x 298 406 140 4.271.40 Floor strainer -
Components basket -
Wrench 5.10.003

2x 34 895 496 845 2x 438 406 222 4.272.60 Floor strainer -
Components basket -

by  
hand

Wrench 5.10.003
48 610 496 273 603 406 273 4.273.11 Floor strainer 4.270.04

Components basket 4.270.03
Wrench 5.10.003

97 895 496 336 889 406 336 4.273.22 Floor strainer 4.270.06
Components basket 4.270.05

Floor strainer - 4.270.04

5.5.2 Components cleaning equipment - top unit/floor unit

Components basket - 
4.270.05

Pedal-operated dip tank 	- 4.272.60 with 2 chambers 
4.272.20 and with component basket 	- 4.270.05 

* Due to the shape of the basin, the depth reduces to approx. 260 mm in the bottom half of the tank.

For the safe cleaning of work pieces with non-inflammable solvents, without formation of spray 
according to BGR 180. Galvanised sheet steel tray, perforated insert and splashguard. Electric 
vacuum pump 230V / 80W. Foot operated on/off switch (protection type IP 54). Connection via 
7 m cable incl. shockproof plug.

	Simple recirculation system ensures cleaning 
liquid is used to the full degree of saturati-
on.

	Convenient and easy cleaning at working 
height.

Top unit - 4.10.208 for installation on a 200-litre 
DIN drum

	Container markings prepared according to 
GefStoffV and BGV A8.

	Tested safety product.

Ordering information/Dimensions

Working area mm Ø 650 810x620
Max. load kg 150 75
Empty weight kg 18 32
Finish – Frame coated grey
Ref. no. 4.10.208 4.10.210


