
92-3956-RCRC-100

L. tot. = 4.5 mm
L. cut-Off = 0.8 mm
Ra = 0.02 µm
Rq = 0.03 µm
RzD = 0.13 µm
Rmax = 0.16 µm
Rt = 0.18 µm
Rp = 0.09 µm
Rpm = 0.06 µm

• ISO 9001 certification
• 15 years of valve designing and manufacturing
• Over 10,000 valves currently used in pharmaceutical facilities worldwide

The CO.RA advantages
• ISO 9001 certification
• 15 years of valve designing and manufacturing
• Over 10,000 valves currently used in pharmaceutical facilities worldwide

FINISH
Mechanical and/or electrochemical polish;
DIN 8590 norms.
Surface roughness inferior or equal to 0,2
micron.

DISC
The self-centering disc prevents leaks and
assures a positive seal. Valves for pressure
and vacuum are also available.

SPECIAL DISC
Stainless steel disc, silicone coated. Excellent
solution to control the flow of capsules, tablets,
caps.

BATCH NUMBER
Production with batch number, year, type of
valve and diameter.

SEAL
Silicone seal of physiological compatibility
made from silicone materials that meet the
requirements of U.S. Food and Drug
Administration (FDA) n°21CFR1772600.
Other seal materials are available on request.

CLEANING
Low profile: only 38 mm. Assembling and
disassembling by means of clamp bands.
This assures thorough cleaning of each com-
ponent.

CO.I.RA. srl
55010 SPIANATE - Altopascio (Lucca) - Italy - Loc. Chiappini, 51
Tel. ++ 39 583 - 20 5 90 r.a. - Fax ++ 39 583 - 20 4 81 All the valves are made of AISI 316 stainless steel

The CO.RA advantages

ISO 9001 - Cert. No.0730/2 REG. No. IT-3693
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The Sole Valve offers the highest quality available for a
butterfly valve. Superior craftsmanship and a state of the
art design are standard features.
The Sole valve is the foundation on which our specialty
valves are designed. It is the desired method of controlling
the flow of powders and granules.

Our Rotary Valve was designed to allow continuous feeding
of granules and powders without flooding a receiving
hopper.
This is especially important when feeding milling machines,
tablet presses, sieving equipment. A vane made with  6
pockets (4 or 8 pockets available on request), rotates
back and forth feeding uniform amounts of material.

Fail safe closure - Easy disassembly - Mirror finish
vane - Large radius internal corners - Adjustable
speed control.

Mirror finish disc - Positive sealing - Locking handle
- Manual/Pneumatic - Quick Clamping.

Will not damage product - Easy to clean - Locking
handle - Manual/Pneumatic.

The Tablet Valve offers a customer a new option when
finished product is handled. A unique silicone wafer permits
opening/closing of the valve without damaging product.

Unlike a "choke" type of valve, our Tablet valve disassembles
very quick and is easy to clean.

CO.RA: The answer to flow control
for your pharmaceutical processing


