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Emergency showersEmergency showers
Extremely quick first aid is necessary in the case of burns 
or contact with caustic solutions. Especially acids and lye 
can penetrate the cornea in no time and damage the eye 
permanently – even in very small concentrations. A quick 
supply with large amounts of water is of great importance 
when it comes to extensive burns, cauterizations or 
scalds. Emergency showers and eye washes rinse harmful 
substances gently, quickly and thoroughly from the body 
and eyes using large quantities of water. Immediate first 
aid in these cases can be a decisive factor in containing 
the damage and avoiding serious subsequent injuries. 
In laboratories, the installation of emergency showers is 
prescribed by law, but also at work places with compara-
ble risks, it is becoming the state of the art. DUEPERTHAL 
offers a complete range of body showers and eye washes 
according to the EN and ANSI standards.

Guidelines/regulations/laws
On the following websites you will find current information 
about the guidelines, regulations and laws in Germany 
and the European Union free of charge:
www.baua.de
www.eur-lex.europa.eu
www.reach-helpdesk.de

Delivery period
Delivery period on request.

Tests
The products satisfy current state of the art standards, the 
safety requirements and the relevant regulations.

Packaging
Packaging, as far as required, is made from environmen-
tally friendly and recyclable material.
Priority is given to optimum protection of the products.

Information
Subject to technical amendments. All dimensions and 
technical information are approximate.
No liability accepted for mistakes or printing errors.
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8. 1

For quickly rinsing the eyes, the face or other parts of the body with water to wash off harmful 
liquids. Hand-held eye washes according to DIN EN 15154-2 for wall/table mounting incl. impact 
protection and dust protection cover.

Eye washes

 Simple, user-friendly handling in case of an 
emergency.

 Casing made of glass fiber reinforced plastic. 
 Water-bearing parts made of brass.
 Shower heads of models 9.71.302 and
 9.71.402  inclined at an angle of 45°.
 Wall / table mounting bracket included in 

delivery.

 Hose with stainless steel sheath.
 Including emergency sign (pictogram). 
 DIN EN 15154-2 according to BGI/GUV-I 

850-0.
 In accordance with drinking-water standards 

DIN EN 1717 and DIN 1988.
 ANSI Z358.1-2004 compliant.
 DIN-DVGW tested and approved.

8.1.1 Eye washes and body hose showers according to DIN EN 15154-2 

Technical details:
Required water connection: 
½“ external thread. 
Water flow rates at 1.5 - 5 bar flow pressure 
incl. automatic flow regulation and
backflow preventer.

Eye wash  - 9.71.202,  - 9.71.302 and  
  - 9.71.402

One emergency sign (pictogram) per eye wash 
included.

Ordering information/Dimensions

             

  
No. of shower heads 1 1 2
Water flow rate approx. l/min. 7 7 14
Hose length mm 1500 1500 1500
Table penetration-Ø mm 20 20 20
Weight kg 1.5 1.5 2.0
Ref. no. 9.71.202 9.71.302 9.71.402
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8.1

Eye wash  -  9.20.085 ,   -  9.21.085, 
  - 9.25.085 and   - 9.30.085

8.1

	Simple, user-friendly handling in case of an 
emergency.

	Stainless steel ball valve, not self-closing, push 
plate made of steel, powder-coated in green. 

	Water-bearing parts made of brass.
	Model 9.30.085 with collecting basin made 

of stainless steel, powder-coated in green. 
	Shower heads inclined at an angle of 45°.

	Including emergency sign (pictogram). 
	DIN EN 15154-2 according to BGI/GUV-I 

850-0.
	In accordance with drinking-water standards 

DIN EN 1717 and DIN 1988.
	ANSI Z358.1-2004 compliant.
	DIN-DVGW tested and approved.

For quickly rinsing the eyes or the face with water to wash off harmful liquids. Eye washes 
according to DIN EN 15154-2 for either wall or table mounting, incl. impact protection and dust 
protection cover.

8.1.2 Eye washes for wall/table mounting according to DIN EN 15154-2

Technical details:
Required water connection for models 9.20.085 
and 9.21.085: 
½“ internal thread.
Required water connection for models 9.25.085 
und 9.30.085: 
¾“ external thread.
Water flow rates at 1.5 - 5 bar flow pressure 
incl. automatic flow regulation.

One emergency sign (pictogram) per eye wash 
included.

Ordering information/Dimensions

       

    

  

No. of shower heads 2 2 2 2

Water flow rate approx. 
 l/min. 14 14 14 16

Mounting Table  
mounting

In-wall  
mounting 

Surface wall 
mounting

Wall  
mounting

Weight kg 1.5 1.5 1.5 1.5
Ref. no. 9.20.085 9.21.085 9.25.085 9.30.085
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8. 1

Eye emergency station  - 9.31.805,  - 9.31.845, 
 - 9.32.005 and   - 9.32.045

For quickly rinsing the eyes with sodium chloride solution (0.9%) at small work places or in rooms 
without water supply. Sterile, pH-neutral phosphate buffer solution (4.9%) to neutralize acids and 
a large number of alkaline substances.

 Simple, user-friendly handling in case of an 
emergency.

 All rinsing bottles with ergonomic eye cup 
and dust lid.

 Models 9.31.845 and 9.32.045 especially 
suited for workplaces where acids, lye and 
foreign bodies can get into the eye, with eye 
emergency plan

 Including pictogram, mirror and mounting 
material.

 Dust-proof wall box, especially suited for 
workplaces, where dust and dirt accumulate. 

 Wall station with wall mounting bracket.
 Shelf life: 3 years.
 Eye rinsing bottles to refill eye rinsing stations 

or to be used individually, e.g. in first aid kit, 
are also available separately.

 DIN EN 15154-4. 

8.1.3 Eye emergency stations according to DIN EN 15154-4

Eye emergency station  for wall mounting - 9.32.005 Eye rinsing bottle -  
sodium chloride solution,
500 ml - 9.31.405

Eye rinsing bottle -
phosphate buffer solution,  
200 ml - 9.31.510

Ordering information/Dimensions

  
Design Wall station Wall station Wall box Wall box
Rinsing bottles:
- Sodium chloride solution 500 ml 2 1 2 1
- Phosphate buffer solution 200 ml 1 1
Rinsing period:
- Sodium chloride solution approx. min. 2 x 5 5 2 x 5 5
- Phosphate buffer solution approx. min. 2 2
Dimensions: 
- Width mm 230 230 227 227
- Depth mm 80 80 110 110
- Height mm 290 290 265 265
Weight kg 1,6 1,3 1,6 1,3
Ref. no. 9.31.805 9.31.845 9.32.005 9.32.045

Accessories - for all models

Rinsing bottles Sodium chloride solution, 
500 ml

Phosphate buffer solution, 
200 ml

Ref. no. 9.31.405 9.31.510
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Body shower  - 9.82.085,  - 9.82.095 
   - 9.84.085 and   - 9.84.095

	Simple, user-friendly handling in case of an 
emergency.

	Stainless steel ball valve, not self-closing.
	Models 9.82.085 and 9.84.085: 
 Piping and shower arm made of brass, 

powder-coated in green. Pull rod made of 
steel, powder-coated. High-performance 
shower head made of chemical-resistant 
plastic - self-draining.

	Models 9.82.095 and 9.84.095:
 Piping, shower arm and pull rod made of 

stainless steel, high-performance shower head 
 made of stainless steel, self-draining.

	Including emergency sign (pictogram).
	DIN EN 15154-1 according to BGI/GUV-I 

850-0.
	In accordance with drinking-water standards 

DIN EN 1717 and DIN 1988.
	ANSI Z358.1-2004 compliant.
	DIN-DVGW tested and approved.

For quickly flooding burning or externally contaminated persons with water to wash off harmful 
liquids. Body showers according to DIN EN 15154-1 for either wall mounting or wall mounting 
above a door.

8.2.1 Body showers for wall mounting according to DIN EN 15154-1

Ordering information/Dimensions

  

Water flow rate l/min. 50 50 50 50

Mounting Surface wall 
mounting

Surface wall 
mounting

Surface wall 
mounting above 

door

Surface wall 
mounting above 

door
Weight kg 2.5 2.5 5.0 5.0
Ref. no. 9.82.085 9.82.095 9.84.085 9.84.095

Body showers

Technical details:
Required water connection: 
 ¾“ external thread.
Water flow rates at 1.5 - 3 bar flow pressure 
incl. automatic flow regulation.

One emergency sign (pictogram) per body shower 
included.

8. 2
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8. 3

One emergency sign (pictogram) per combination 
shower included.

Whole-body shower stand with eye wash/face rinse for quickly flooding burning or externally 
contaminated persons or for rinsing the face, especially the eyes, with water to wash off harmful 
liquids. Combination showers according to DIN EN 15154-1 and DIN EN 15154-2 optionally 
with collecting basin for the eye wash, incl. impact protection and dust protection cover.

Combination showers

 Simple, user-friendly handling in case of an 
emergency.

 Models 9.83.208 and 9.83.785: 
 Body shower: Stand pipe made of stainless 

steel, powder-coated in green, shower arm 
made of brass, powder-coated in green. 
High-performance shower head made of 
chemical-resistant plastic, self-draining. 

 Eye wash: Push plate made of steel, powder-
coated in green. Water-bearing parts made 
of brass.

 Models 9.83.209 and 9.83.795:
 Body shower: Piping, shower arm and pull 

rod made of stainless steel. High-performance 
shower head made of stainless steel - self-
draining. 

 Eye wash: Push plate made of steel, powder-
coated in green. Water-bearing parts made 
of brass.

 Stainless steel ball valve, not self-closing.
 Collecting basin made of stainless steel, 

powder-coated in green. 
 Including emergency sign (pictogram).
 DIN EN 15154-1 and DIN EN 15154-2 

according to BGI/GUV-I 850-0.
 In accordance with drinking-water standards 

DIN EN 1717 and DIN 1988.
 ANSI Z358.1-2004 compliant.
 DIN-DVGW tested and approved.

8.3.1 Combination showers according to DIN EN 15154-1 and 15154-2 

Technical details:
Required water connection: 
1 ¼“ external thread.
Water flow rates at 
1.5 - 3 bar flow pressure for body shower and 
1.5 - 5 bar flow pressure for eye wash, 
incl. automatic flow regulation.

Combination shower  - 9.83.795,  - 9.83.208 
and eye wash with collecting basin of   - 9.83.785

Ordering information/Dimensions

  
Water flow rate:
- Eye wash approx. l/min. 14 14 16 16
- Body shower approx. l/min. 50 50 50 50

Mounting Floor  
mounting

Floor  
mounting

Floor  
mounting

Floor  
mounting

Collecting basin incl.
Weight kg 11.5 11.5 13.0 13.0
Ref. no. 9.83.208 9.83.209 9.83.785 9.83.795


